
NOVALON®
9000 ULTRA
Hi power foamy, water-dilutable detergent
and degreaser for aluminium, steel, plastics, textiles.
NOVALON® 9000 Ultra is non-flammable, non-toxic,
biologically degradable, not harmful to skin, without
warning symbols.

USAGE
A professional, ecological detergent suitable for all applications where safe and effective elimination of dirt, grease, or
smell is required. It does not damage light metals like aluminium, copper etc., or plastics, rubber, glass, textiles, leather,
chromium, paints. Suitable to be used as filling for ultrasound cleaners. NOVALON® 9000 Ultra is a non-flammable,
water- dilutable, foamy detergent which does not contain VOC substances, is not harmful to skin, is not toxic, does not
contain phosphates. It dissolves dirt, grease, smear; removes stains, cleanses textiles, carpets; eliminates smell of fuels,
smoke, and rubbish.

DOSAGE AND DILUTION
NOVALON® 9000 Ultra to be diluted with water according to the degree of contamination before application

For extreme applications for strong contamination 1:1, or do not dilute at all.

Common contamination 1:10 to 1:25

For frequency cleansing and slight contamination 1:25 to 1:40

For ultrasound cleansing 1:2 to 1:30

 

USER MANUAL
Method of application: First, all loose dirt should be removed from the surface. Spray sufficient quantity of the detergent
onto the contaminated surface and let take effect (1 to 60 minutes). Use a brush or a sponge and rinse the surface off
with a sufficient quantity of water. The response of delicate materials (leather, textiles) should be pre-tested.
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FIELDS OF APPLICATION
Engineering industry: ultrasound cleansing, pressure washing, degreasing baths, manual applications. Building industry:
washing of building sites, interiors, machinery and equipment Transports: interiors of means of public transport

TECHNICAL DATA
State (20°C) liquid

Colour transparent

Smell odourless

pH value 12.8

Density (20°C) 1.05 g/cm3

Solubility in water soluble

CONTENT STOCK NUMBER

kanystr 25L 233 375

kanystr 40L 233 390

All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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