
ULTRALON®
STRONG W
Vodou ředitelný čistící a odmašťovací prostředek
pro extrémní znečištění. Bezpečný k většině povrchů.
Nahrazuje chlorované uhlovodíky, benzín a ostatní
toxická a hořlavá odmašťovadla.

USAGE
Speciálně pro čištění silně znečištěných vodě odolných povrchů. Nízko pěnivý, bezpečný vůči kovům - nekorozivní.
Rozpouští anorganické, ztvrdlé a usazené nečistoty, parafíny, vosky, oleje, tuky, stopy po  pneumatikách.

DOSAGE AND DILUTION
Ředí se vodou v 2% až 5% koncentraci pro mírné znečištění a 15% pro silné znečištění. Může být použit i neředěný.
Pro lesklé povrchy a na hliník nepoužívejte vyšší koncentraci než 5%. Nanáší se stříkáním, natíráním nebo ponořením,
po několika minutách působení se opláchne vodou. Zahřátím pracovního roztoku až na 80°C se výrazně zvýší účinnost. 
  

FIELDS OF APPLICATION
Strojírenství:
silný odmašťovač zaschlých olejů a vazelín,
Plastikářský průmysl:
čištění a odmaštění forem, odstranění napečených plastů z forem, vyplachování a čištění systémů v plastikářském
průmyslu
Stavební průmysl:
stroje, stopy po pneumatikách
Ostatní:
podlahy, ultrazvukové odmašťovací lázně, čištění řetězů

CONTENT STOCK NUMBER

kanystr 25L 217 526

kanystr 40L 217 541

WATER-DILUTABLE PRODUCTS - SPECIAL

NOVATO® - ULTRALON® STRONG W technical page sheet 1/2

./presenter-5
https://google.com/presenter-5


All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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