
TFT®
TFT® je speciální těsnicí nit určená pro těsnění závitů. Má
vynikající chemickou odolnost a možnost použití
v rozsahu teplot od –200 °C do +240 °C. Šroubované
díly jsou okamžitě těsné, pro dosažení přesné pozice se
mohou i zpětně pootočit až o 45° při zachování jejich
těsnosti.

USAGE
TFT® nit je vyrobená ze 100% PTFE a lze ji použít na všechny typy trubkových spojů s různými typy závitů. TFT® nit je
odolná různým chemikáliím, kyselinám, ropným látkám a plynům. Může se použít na pitnou vodu i kyslík. TFT® nit je
vhodná pro závitové sestavy, které vyžadují okamžité použití. Při zpětném pootočení spoje nedochází ke ztrátě
těsnicího ani pevnostního efektu. Poskytuje spolehlivé těsnění bez omezení životnosti a zůstává trvale měkká
a elastická, přičemž je zcela odolná vůči oxidaci, plísním, bakteriím, enzymatickému a mikrobiologickému napadení.

BENEFITS
Spolehlivé závitové těsnění pro okamžité použití Rychlá a jednoduchá aplikace

Možnost zpětného pootočení dílů až o 45°

USER MANUAL
Závity důkladně očistěte. Pevně naviňte na závit dostatečné množství TFT® tak, aby se při šroubování neshrnovala. TFT®
odřízněte otočným nožem osazeným na obalu. Ze spodní odnímatelné části obalu naneste na závit 2-3 kapky lubrikantu
a rozetřete jej prsty po obvodu závitu. Závit sešroubujte a pevně dotáhněte.

NOTICE
Lubrikant nepoužívejte v kombinaci s kyslíkem.

SECURING OF JOINTS AND GLUING OF BEARINGS
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TECHNICAL DATA
Orientační náviny  

Průměr trubky Počet otáček vlákna

½“ 16 - 18

¾“ 17 - 19

1“ 18 – 23

1½“ 20 – 24

2“ 25 - 35

CONTENT STOCK NUMBER

175 m plastová dóza 400 180

All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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