SPRAYS I® NOVATO

SPECIALNI SUCHEMAZ!

STEM STEM® je specidlni suchy, cisty mazaci a separaéni
prostredek na bazi PTFE, ktery je dobre pfilnavy
a neobsahuje tuky.

Obsahuje teflon
Antistaticky

Rozsah teplot
0d-180 °C do +250 °C

TOP
PRODUKT

Enovato

USAGE

STEM® nachézi uplatnéni témér ve viech odvétvich primyslu jak v oblasti udrzby, autoopravarenstvi, tak i vyroby. STEM®
vytvafi na povrchu prihlednou vrstvi¢ku PTFE, kterdje odolna proti plsobeni vody, tlaku a teplot. Nachazi velké
uplatnéni pfi mazani ozubenych kol, dopravnich pasl, feté&z(, zavitl, Feznych nastrojd, ¢epd, klind, vodicich list,
prevodovych a raénovych mechanizmd. MGze byt pouzit jako trvalé mazani pouzder a lozisek z umélych hmot. Je
vhodny pro pouziti v textilnim primyslu, optice, jemné mechanice, pfi zpracovani papiru a dfeva. Neobsahuje olej ani
silikon. Je velmi vhodny ve vsech oblastech zpracovani umélych hmot. Sucha neviditelna vrstva PTFE odpuzuje vodu,
prach i $pinu. Rovnéz je odolny leptavym chemikaliim a olejam.

BENEFITS

W vyborna pfilnavost W rozsah teplot od -180 °C do +250 °C
m odolny leptavym chemikaliim B neobsahuje silikon

B snizuje opotfebeni m prodluzuje Zivotnost strojd a nastrojd

USER MANUAL

1. Osetfovany povrch zbavte necistot a starych maziv (doporucujeme vyrobek TECHNOSOL®)
2. Pfed pouzitim dézu dikladné protfepejte.
3. Nanasejte ze vzdalenosti cca 25 cm.
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STEM®

TECHNICAL DATA

Barva bélavy
Hustota 0,61 g9/ml
Bod vzplanuti -60 °C
Teplota horeni 510 °C
Tenze par 4100 hPa

CONTENT STOCK NUMBER

400 ml sprej 201050

RELATED PRODUCTS

TECHNOSOL® NO 1°

=
0
[/ -
0
4
I
v
u
™

Bnovato'

All products of NOVATO® spol. s.r.0., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO “ spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO® spol. s.r.0., Uralskd 6, 160 OO Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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