
SILIKONOVÝ
OLEJ
SILIKONOVÝ OLEJ je čistý 100% silikon s antistatickými
účinky. Díky svým vlastnostem vytváří suchý film. Je
nepostradatelným pomocníkem ve všech údržbářských
dílnách, v průmyslové sféře i v autoservisech. Rozsah
provozních teplot je od –80 °C do +295 °C.

USAGE
SILIKONOVÝ OLEJ se používá pro čisté nelepivé mazání zámků, pantů, kluzných ploch, jemné mechaniky, chrání
a ošetřuje plastické a gumové části proti atmosférickým vlivům, jako je voda, sníh a led. SILIKONOVÝ OLEJ je vynikající
separátor pro vstřikovací formy, má velmi dobré impregnační vlastnosti, chrání před  přilnutím lepidel, barev, vosků,
epoxidových pryskyřic. Obnovuje voduodpudivý účinek u stanů, plachet, deštníků, oděvů apod. Zabraňuje usazování
zbytků látek na dopravníkových pásech.

USER MANUAL
Místo aplikace očistěte od rzi, volných částí, starých maziv a prachu. Na ošetřovaný povrch naneste pouze takové
množství, aby se netvořily mastné skvrny.

CONTENT STOCK NUMBER

1 l lahev 200 990

25 l kanystr 200 985

GREASES AND OILS
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RELATED PRODUCTS

TECHNOSOL®

 

NO 1®

All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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