LOOSENING OF RUSTED-IN AND STUCK JOINTS

IE NOVATO’
WEGA"®

WEGAP® odpuzuje vlhkost, uvoliuje rez, maze, chrani proti
Vytésiiuje vodi . . , . . P . P
Chrani protilos korozi a agresivnim latkam, Cisti. Uplatnéni nachazi
Uvolfuie pfi opravach a udrzbé ve vsech odvétvich primyslu
nepohy| P

Maze jemnou a sluzeb.

mechaniku

USAGE

WEGA® zamezuje vzniku zkratl v elektrickych zafizenich, dlouhodobé chrani pfed agresivnimi latkami a tim brani
vzniku oxidace. Ma mimoradné vodoodpudivé UucCinky a feSi nejen problematiku navlhlych neb o zaplavenych
elektroinstalaci, ale ma i funkci dlouhodobé preventivni ochrany. Velmi dobfe se uplathuje i pfi mazani jemné mechaniky.
Vysoka pronikaci schopnost jej umoziuje pouzit pro uvolfovani zarezlych, zadfenych nebo pevné dotazenych spojd,
nepohyblivych soucastek, lanek a tahel.

BENEFITS
| vytésnuje vodu W chrani proti korozi
B uvoliuje nepohyblivé spoje B maze jemnou mechaniku

USER MANUAL

1. Pfred pouzitim ddézu protfepejte.

2. Vyrobek mlzete aplikovat jen na el. zafizeni odpojena od sité!

3. U zarezlych spojl nechejte plsobit a nadsledné demontujte.

4.V pripadé silnéjsiho zareznuti nebo oxidace postup opakujte nékolikrat.
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WEGA"®

TECHNICAL DATA

Teplota voru 189 °C

Bod vzplanuti <-30°C

Bod tuhnuti -52°C

Hustota (20 °C) 577 kg/m3

Tenze par (20 °C) 3015 mm Hg

Elektricka pevnost > 30 kV/cm za min (ASTM D8777)

CONTENT STOCK NUMBER

400 ml sprej 200 250

RELATED PRODUCTS
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All products of NOVATO® spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are propetrly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO °©
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO“ spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO® spol. s.r.0., Uralskd 6, 160 OO Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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