
NOVAPLAST®
ULTRA
NOVAPLAST® ULTRA brání přilnutí plastových dílů
na formy a nástroje. Je univerzálně použitelný
při zpracování plastů vstřikováním, litím, lisováním
i tvarováním ve vakuu. Výborných výsledků dosáhnete
zejména u polyesterových, vinylesterových, akrylátových
a ostatních pryskyřic, EVA, PVA, pryže apod. Vrstva
vydrží mnoho cyklů.

USAGE
Univerzální separační prostředek pro průmyslové zpracování a výrobu plastů. Má vynikající mazací a separační
vlastnosti. Působí zároveň i jako konzervace forem.

BENEFITS
neobsahuje silikon snadná aplikace

nepřenáší se na díly bezpečný k většině povrchů

vydrží mnoho cyklů

USER MANUAL
Nádobku dobře protřepejte. Povrch musí být před aplikací dokonale čistý a suchý. Pro vyčištění můžete použít výrobky
PL 1 nebo PL 2.
Pro nejlepší výsledek jsou optimální dvě tenké vrstvy NOVAPLASTU® ULTRA, po nástřiku první vrstvy formu krátce
zahřejte na cca 100 °C, aby se odpařilo nosné rozpouštědlo, po nástřiku druhé vrstvy formu na cca 5 min zahřejte
na provozní teplotu.
NOVAPLAST® ULTRA lze nanášet i za studena, při náběhu ohřevu, při provozní teplotě i mezi operacemi. Separační film
může vydržet i několik měsíců. Díly mohou být následně potištěny nebo přelakovány, není nutné jejich čištění.

TECHNICAL DATA
Teplota vznícení > 230 °C

Hustota (20 °C) 755 kg/m3

Tenze par (20 °C) < 10 hPa

SURFACE PROTECTION
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CONTENT STOCK NUMBER

400 ml sprej 203 290

5 l kanystr 203 293

All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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