
UNIPREG®
Vysoce účinný konzervační prostředek pro dlouhodobou
ochranu železných kovů před korozí. Použití jak
v průběhu mezi výrobními operacemi, při opravách
a montážích tak i ke konečné konzervaci v závěrečné
fázi povrchových úprav výrobku. Vhodný
pro krátkodobou i dlouhodobou dočasnou ochranu
železných kovů. Na povrchu zanechávají velmi tenký
ochranný film. Ochranná doba závisí na skladovacích
podmínkách a použitém obalu. Ochranný film je možné
kontrolovat UV lampou.

USAGE
Konzervační olej UNIPREG® lze aplikovat natíráním, válečkováním, tamponováním, stříkáním n ebo př ímo ponorem
výrobků do konzervační lázně. Nanáší s e 15–20 g/m2. Prostředky l z e ve většině případů libovolně kombinovat
s provozními oleji i jinými konzervačními prostředky. Doba ochrany bez obalu 1 měsíc při 100% vlhkosti. Ochranný efekt
lze zvýšit vhodným ochranným obalem.

WORK SAFETY
Zajistěte dostatečné větrání, používat ochranné pomůcky, dodržovat pravidla práce s chemikáliemi – při práci nejíst,
nepít, nekouřit. Přípravek nepředstavuje žádné riziko pro člověka.

STORAGE
Skladujte v originálních obalech na dobře větraných místech při  teplotě 5–40 °C . V případě, ž e přípravek promrzne
nechat v teple a promíchat. Neskladovat společně se silnými kyselinami, alkalickými materiály stejně jako oxidačními
látkami.

SURFACE PROTECTION
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TECHNICAL DATA
Skupenství (20 °C) kapalina

Barva žlutohnědá až hnědá

Zápach charakteristický

Bod vzplanutí 198 °C

Relativní hustota (20 °C) 0,87 g/cm3

Rozpustnost ve vodě (20 °C) nerozpustný

Kinematická viskozita (40 °C) 28–30 mm2/s

CONTENT STOCK NUMBER

5 l kanystr 200 204

25 l kanystr 200 211

40 l kanystr 200 212

All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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