
PROSTOP®
PROSTOP® je vynikající prostředek na ošetření všech
druhů klínových, kulatých a plochých řemenů.

USAGE
PROSTOP® zamezuje prokluzu na řemenicích, zlepšuje přilnavost a zvyšuje přenosovou sílu. Šetří energii a prodlužuje
životnost řemene. Pronikáním do materiálu zamezuje pískání řemene. Ve vlhkých podmínkách zamezuje prokluzu
řemene, zabraňuje jeho stárnutí, křehnutí a tvorbě trhlin.

BENEFITS
zamezuje prokluzu řemene zvyšuje přenosovou sílu

zvyšuje přilnavost

USER MANUAL
Dózu před použitím důkladně protřepejte. Výrobek nanášejte na určené místo ze vzdálenosti cca 25 cm. Nejlepšího
výsledku docílíte, když je řemen v klidovém stavu. PROSTOP® můžete aplikovat i při mírných otáčkách řemenu.
PROSTOP® nanášejte vždy v tenké vrstvě a malém množství. Po aplikaci nechte výrobek zaschnout cca 10–15 min. Pak
můžete uvézt řemen opět do chodu.

TECHNICAL DATA
Bod vzplanutí < 0 °C

Teplota vznícení > 230 °C

Tenze par (37,8 °C) 550 mbar

OTHERS

NOVATO® - PROSTOP® technical page sheet 1/2

./presenter-5
https://google.com/presenter-5


CONTENT STOCK NUMBER

400 ml sprej 203 260

All products of NOVATO  spol. s.r.o., which are a chemical mixture or a dangerous chemical mixture, are properly classified, marked and equipped with
safety data sheets in accordance with the Chemical Act and relevant regulations within the EU. All hazardous mixtures have a safety data sheet, which is
freely available on our website www.novato.cz, eventually at our sales representatives and in the sales department of the company. All users of NOVATO
products are legally required to familiarize themselves with the technical and safety data sheets of the product concerned to ensure proper use, storage and
handling of the product. Our oral and written technical recommendations, which we transmit with the utmost knowledge, cannot cover all details and
conditions of the application and do not exempt users from their own examinations and tests in relation to third party rights. Therefore, the user is obliged to
perform tests and tests for individual applications in such a way as to eliminate all risks associated with the application of the chemical mixture, especially the
hazardous chemical mixture, as these applications and their conditions are beyond our control possibilities. NOVATO  spol. s.r.o. guarantees the declared
quality of its products and the properties described in the technical and safety data sheets.

NOVATO  spol. s.r.o., Uralská 6, 160 00 Prague 6, tel .: +420 233 339 688, fax: +420 224 315 198, e-mail: obchod@novato.cz, www.novato.cz
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